66 Mangnetic Stand Specifications : Stem dia 3/8” 2 j
Specifications : Stem dia 3/8”

67 |Steel ruler, Specifications : 127 10 __|

68 Electronic Weighting Machine, Table top metal body with pole 2
Specifications : 100 kg capacity
Double ended open jaw spanner set (for Machine Shop & Fitting Shop) J 2

69 e
Specifications : Drop forged; Chrome Plated; 6*7, 8*9, 10*11, 12*13, 14*15,
16%17, 18*19, I0*22, 21*23, 14%26, 25%21; 30*32

0. Double ended Ring end spanner set (for Machine Shop & Fitting ~2
Shop)Specifications .Drop forged; Chrome Plated;Size :as above

r 71 Ratchet spanner set (for Machine Shop &fitting Shop) Specifications :Drop 2

forged; Chrome plated; Size : as above

72  |Adjustable Spanner, Specifcations : Size : 8” 2

73 |Fist Aid Kit 2

BN

74  |Hand goves set _‘ 10
75  |Fire Extinguisher (Mechanical Foam Type) 4
76 |Try-square, Specification : 300*150*20*2 mm 10
77 |Hand held Wire Brush with handle Specifications:6” size 5
78  |Pipe wrench, Specifications : 4” 8"10” &12" 1 each
79 Flat Nose plier 5
30 |Screw Driver Set (No.1-6), Specifications :8"” 2
Allen Key Set ‘4
81 Speciﬂcations :25,3,4,5,6, 8, 10, 12, 14, 17519522, 24,27,30 and 36 mm 2
82 |Pincers, Specifications : 210 mm 2
83 |Stop watch 5

84 |OpenlJaw Fixed Type Torque Wrench: 25, 30,32, mm

T

1 each
85 Vernier Depth Gauge (Digital) 2
Specifications : Stainless steel body, range 0-150 mm
2

36 Dial Depth Gauge

Digital Height Gauge

Radius Gauge

Specifications : Range 0-150 mm

Specifications : 0-300 mm

88

90 _|Helmet
91 |500v and lk v Megger

Specifications : 1/32" —17/64"
89 |Depth gauge with protector

92 |Megger Earth Tester
93 Murrey Loop Thester
94 |Lux Meter

Single phase wattmeter
95 i.
ii.
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5 Amp/10Amp, 110V/500V 1no each
10Amp/20Am 250V/500V
1

Three phase wattmeter
96 i.

10 Amp/20Amp, 250V/500V

el




